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209. 유체유동

20914

20916

기체용 용적 유량계

기체용 터빈 유량계

ISO/IEC 17025;1999와 KS A17025;2000에 의한 공인인정범위

제이비엔텍(주) 기술연구소

충청남도 천안시 광덕면 대평리 50번지

전화 : 041-568-0551     팩스 : 041-568-0553

교        정

유효기간 만료일 : 2009. 2. 16                                                  인정번호 : KC05-183호(1/2)

KOLAS 평가결과에 의해 다음의 교정수행에 대하여 공인됩니다.



측정량/장비 분류번호 측정범위
최고측정능력

(신뢰수준 약 95 %)
사용표준/교정방법 등

기체용 용적 유량계 20914 1 ㎥/h ˜ 2 500 ㎥/h 0.27 % JBQW-01 교정지침서

기체용 터빈 유량계 20916 1 ㎥/h ˜ 2 500 ㎥/h 0.27 % JBQW-01 교정지침서

인정번호 : KC05-183호(2/2)

209. 유체유동
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Code
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Code

Measured Quantity 

Instrument or Gauge

209. Fluid Flow

20914

20916

Flow meters, positive 

displacement for gas

Flow meters, turbine ; 

for gas

SCOPE OF ACCREDITATION TO ISO/IEC 17025-1999 & KS A17025-2000

JBENTECH Institute of Technology

50 Daepyeong-ri, Gwangdeok-myeon, Cheonan-si, Chungnam, Korea

Phone : 041-568-0551     Fax : 041-568-0553

CALIBRATION

Valid To : February 16. 2009                                          Accreditation No. : KC05-183(1/2)

In recognition of the successful completion of the KOLAS evaluation process, accreditation is grant to 

this laboratory to perform the following calibrations.



Measured Quantity 

Instrument or Gauge

Field

Code
Range

BMC

(The Confidence 

Level is about 95 %)

Comments

Flow meters, positive 

displacement for gas
20914 1 ㎥/h ˜ 2 500 ㎥/h 0.27 %

JBQW-01

Cal. Procedure

Flow meters, turbine ; 

for gas
20916 1 ㎥/h ˜ 2 500 ㎥/h 0.27 %

JBQW-01

Cal. Procedure

Accreditation No. : KC05-183호(2/2)

209. Fluid Flow


